Instructions for Use
This is valid for 11.5mm Snap type retro-reflective markers. 
They are fully compatible with the IGS systems that use 11.5mm SNAP type markers. 
 They can be used with any IGS system, regardless of the manufacturer, as long as the system uses 11.5 mm Snap type markers. 
The markers are in a sterile pouch. Inside the pouch, they are in a small plastic box. Inside the box they are put on small spikes so they don’t touch the walls, and so they can be mounted easier. 
Before opening the pouch, carefully inspect it for any damage. If you notice any damage, like it being ripped, open stitch, it should be thrown away, and a new one should be used. 
The markers have been sterilized with gamma rays and they shouldn’t be re-used, because they won’t be usable.  Contact your dealer in case of any damage. The damaged pouch must be returned to the dealer. Do not use the pouch if the expiration date has passed. 
Open the pouch by grasping the longer pieces of loose material from the V-side. Carefully open the pouch and drop the sterile shell onto the sterile field. The box and the markers should be treated as sterile objects. Place the marker on the desired threaded mounting post and press downward, until you hear an audible click.  To remove the marker, grasp it near the base and pull upward.
 Please follow these warnings:
Warnings
1.    Use only a clean and dry marker.
2. Do not clean or wipe a contaminated marker.
3. Contaminated markers must be replaced by new ones.
4. If the pouch has been compromised, the markers within must not be used.
5. Concurrent use of other manufacturers’ markers may adversely affect performance. 
Caution
1. The markers should be only used by a competent individual. 
2. Single Use Only – Dispose After Use.
3. Do not re-sterilize.
4. Store at room temperature in a clean and dry location.
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